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Patent claims: 

1. A device for changing nozzles in a nonatmospheric- 
pressure vessel (1) wherein a medixam (20) is fed into the vessel 
(1) via a nozzle (8) on a lance (7)^ characterized in that 

a support tube (2) is mounted on the vessel (1) and is 
connected via a valve (3) with a seal housing (5) for the lance (7) 
and that seal rings (13a, 13b, and 13c) are provided in the seal 
housing (5) to ensure pressure- tight sealing between the vessel (1) 
and its surroundings when the lance (7) is inserted into the seal 
housing (5). 

2. The device according to claim 1, characterized in 
that the seal housing (5) is provided with means for feeding in a 
blocking fluid. 

3. The device according to claim 1, characterized in 
that at least one conduit is provided for feeding in a blocking 
fluid between the seals (13a and 13b) and between the seals (13b 
and 13c) • 

4. The device according to claim 1, characterized in 
that at least one conduit is provided for feeding a blocking fluid 
into and draining it from between the seal (13a) and the valve (3). 
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5. The device according to claim 1, characterized in 
that a valve (11c) is provided underneath the seal housing (5) for 
draining the seal housing (5). 

6. The device according to claim 1, characterized in 
that the lance (7) is centered by a guide (6) in the seal housing 
(5) and in the tube (2). 

7. The device according to claim 1, characterized in 
that the tube (2) has a flat or tapered seat surface (2a). 
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